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OFFICIAL PRIG€E-LIST 


POMONA 
TERRA-COTTA 
COMPANY 


MANUFACTURERS OF 


"VITRIFIED, SALT GLAZED, SHALE 
SEWER PIPE 


Vitrified Conduits Vitrified Culvert Pipe 
. Vitrified Wall Coping 
Well Tubing Flue Liners Chimney Flue Pipe 
Thimbles’ * Farm Drain Tile \ 2 
Etc Ete 


A | 


c OFFICE 
Two and one-half miles west of Greensboro 
on Electric Car Line 
. FACTORIES 
Four miles west of Greensboro , 
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POMONA TERRA-COTTA CO., POMONA, N. C. 


SEWER PIPE FITTINGS 
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, POMONA TERRA-COTTA CO,, POMONA, N. C. 


“> BLUE OR CHIMNEY LININGS 
i PREVENTS FLUE FIRES—FIRE PROOF 


Should be used 
in all flues and 
chimneys as a pro- 
tection against fire. 
The laws of most of 
the large cities re- 

uire its use in all 

ues and chimneys, 
which is sufficient 
evidence of its 
great merit. 

They can be 
grouped together, 
making from one to 
four flues in a sin- 
gle chimney without the use of brick for partitions. 


PRICES AS FOLLOWS: 
ga Outside Measure—In 2-foot lengths. 
Per foot Weight per foot 
81%, x 8% inches ......... $ .45 22 


Ibs. 
Ste ix 18 inches oe .65 35. Ibs. 
OES 2 ROM INGROE Bees a bias es 285 ‘40 Ibs. 
THe LS inenes Fe aie ate 1.20 55 Ibs. 
3 2B ee Anchés 7 ites e - 2.00 70 Ibs. 
Openings, 50 per. cent. added. Subject to usual dis- 
,count. " 


Chimney Lined with Fire Clay Flue Lining 
STOVE THIMBLES 


PRICE EACH ete 

Calibre |4% in. long|6 in. long/9 in. long Win. | 2 

; i - long EE 

te 4 - re 

5inch $0 15 $0 23 gu.32 | $040 | #8 

"ee Bee ee 017 + 0% 040 | 050 | §£ 


POMONA TERRA -COTTA co., POMONA, N. C.” 


The fire could"never have escaped from this hole 
8 the chimney had been lined with Fire Clay Flue 
ining. 


POMONA TERRA-COTTA CO., POMONA, N. C. 


_ TERRA-COTTA CHIMNEY FLUE 
OR STOVE PIPE 


/ 


2 feet long 


2 feet long 


sonnet Short Bottom 


PRICE LIST—6-IN. CALIBRE 
Price Weight 


Plain Pipe, 2-foot lengths ........ $ .80 35 Ibs. 
Bonnets: or Hoods .............. 1.60 30 Ibs. 
Shorts Bottomy oo... i ck ee -70 25 Ibs. 
a Single Openings, 2 feet long ..... 1.20 40 lbs. 
a Double Openings, 2 feet long ..... 1.60 40 Ibs. 


Per Cent. Discount 


Y oe 


POMONA TERRA- COTTA CO., POMONA, N.C. 


TERRA-COTTA WELL TUBING 


Is made with socket or bell 
ends and can be cemented 
together, making a continu- © . : 
ous tube from top to bottom, _ “ 
and perfectly tight, so no 

~ water can enter the well ex- : : 
cept from the bottom. This 
allows no surface water nor 
the smallest insects to enter 
the well. 

Sizes—8, 10, 12, 15, 18, 
20, and*24 inches, inside 
diameter. 

The pipe is round and 
smooth and makes the clean- 
est and nicest well that can ~ 
be made, and will last as 
long as stone. 

Nothing is more desirable 
than a nice, clean well, and 
one that will not admit sur: 
face water, frogs, insects, 
ete. 

We would advise putting 
in the pipe socket end up 
and cementing all joints 
above the water line, so no 
water can enter the well ex- 
cept at or near the bottom. 
The 8, 10 and 12-inch sizes 
can be used in bored wells. 
Sizes above 12 inches are 
used in wells dug in the © ; 
common way. The 24-inch . Pd 
is the leading size for wells. ‘ 

We usually have on hand 
a second grade, or No. 2, 
Pipe, that answers the pur- : zZ 
pose splendidly for well tub-  * 
ing, which we can furnish | 
at reduced prices. ‘ 

By using two or three Sty 
joints of 24-inch in the bot- : 
tom of well, then reducing : 
from 24 to 18 inches, with 
a joint made specially for 
the purpose, the well can be 
completed to the top with 
18-inch, saving considerable 
in cost. . 


Prices and Discounts same 
as Sewer Pipe List. See 
page 2. 3 
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: POMONA TERRA-COTTA CO: POMONA, N. C. 
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Wall Coping adds very much to the finish and com- 
pleteness of a brick wall, whether on a building or 
yard enclosure: Among the advantages gained by 

using Wall Coping is permanent protection of the 
wall.” It keeps water out of wall and prevents freez- 
ing. For topping off and protecting a raw brick wall 
it is very much superior to tin or cement. Wind 
gets under the tin, while cement soon cracks and 
gets out of shape. The greatly improved appearance 
of the work, together with its many other advan- 
tages, makes the cost insignificant. The use of Vitri- 
fied Wall Coping is becoming general. 


PRICE 
Per ft. Weight. 3 | 
LOE TLC) RnR UE Or tel oN of ROR a eee B5e. 12 lbs. per ft. . 
PONHEN: Coe aie Saroe ss glia k «oe 55c. 18 Ibs. per ft. ~ _ i 


10" 


The above cut shows the manner of laying two or 
more lines of culvert pipe side by. side to get the 
required capacity, 


GUTTER PIPE—Two-thirds price of plain. Sewer 
ipe. : 3 


FIRE CLAY—$1.50 per barrel. 


MADE IN |-FOOT LENGTHS 


Weight | Elbows, Y | No. of Feet 
per toot jand T Joints | to Car Load 


Size of | Price per 
Bore | 10C0 feet 


Binch| $18 00 4 lbs. 5 cts, 6500 
ae 25 00 (Shag Cees 4200 
bea 35 00 ee 10% 3000 
cot aie 4500 | 12 * cy Biers 2200 
NG > Vato Some <i hen 2) aa 20 ‘ 1250 


When larger sizes than 6-inch Drain Tile are re- 
quired, second grade Sewer Pipe is usually used. 
It is as good or better for the purpose and costs 
- about the same. 
bat ae 11 


a 


POMONA TERRA-COTTA CO., POMONA, N. C. 


Clays, Vitrified, Salt Glazed and Hard as Flint 


THE BEST CULVERT FOR GOOD ROADS 
This is the Culvert that has stood the test of time for fifty years 


Made of Shale 


POMONA TERRA-COTTA CO., POMONA, N. C. 
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POMONA TERRA-COTTA CO., POMONA, N. C. 


VITRIFIED TERRA-COTTA | 
CONDUITS FOR STEAM PIPE INSULATION . 


This class of Conduit is coming largely into use 
at colleges and other large plants where there is‘a 
central heating station. The steam or hot water is 
run from the central heating plant to the various 
buildings. By covering the steam or hot water pipes 
with asbestos pipe covering, then the whole thing 
with Terra-Cotta Conduits, but little heat is lost in 
conveying the steam or hot water from the central 
heating plant to the various buildings. 


During the last several years we have supplied this 
material in very large quantities to the State Normal 
and Industrial College,,Greensboro; Trinity College, 
Durham; Winthrop College, Rock Hill, 8. ©.; Rich- 
mond College, Richmond, Va., and many other jobs. 


It is giving most excellent service and satisfac- 
tion, 


Sizes most generally in use are 12-inch, 15-inch, 
18-inch, 20-inch,. and 24-inch. ‘ 


Supporting Ts are used every 12 to 15 feet in the 
line. F 

This Conduit is marked or cut in making so it 
will part in halves in order to get it over the steam - 
pipes after. which. the two halves are matched back, 
the parting joints cemented over corrugations which 
we make on the outside of the Conduit, thus making’ 


+a tight job. 


Full particulars and ‘net prices on application. 


. my 


‘Under drainage by 4%n. tile keeps surplus water away from Con- 
duitLine, + ; é 
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Digitized by: 


INTERNATIONAL 


ASSOCIATION 
FOR 
PRESERVATION 
TECHNOLOGY, 
INTERNATIONAL 


www.apti.org 


BUILDING 
TECHNOLOGY 
HERITAGE 
LIBRARY 


https://archive.org/details/buildingtechnologyheritagelibrary 


From the collection of: 


(NATIONAL 
BUILDING 
ARTS 
CENTER 


http://web.nationalbuildingarts.org 


